
CF 34
Aqua Epoxy
Liquid epoxy plastic 
for permanent coating of 
cement-bound surfaces and mastic asphalt

CHARACTERISTICS
� impervious to liquids
� chemical-resistant
� easy maintenance
� abrasion-resistant
� waterproof

Test certificate no. E 0599/90/px 
and Test certificate no. WO 486b/97/G,
Hygiene Institut, Gelsenkirchen

SCOPE OF USE
For use indoors, outdoors and in permanently wet
areas. For sealing containers such as drinking water
reservoirs, grain silos etc.
For decorative coatings on walls and floors.
Suitable for warehouses, factory halls, balconies,
pergolas, garages etc.
Not suitable for surfaces which are subject to high
mechanical or chemical stresses (see resistance table
2.40).

SUBSTRATE PREPARATION
Use CF 34 only on clean, dry, rough, solid, load-bear-
ing and open-pored concrete floors (≥ B 25), cement
screeds (≥ ZE 20) and floor levelling compounds (pres-
sure resistance ≥ 20 N/mm2) free from substances
which can cause separation. The substrate must be 
at least 28 days old and have a moisture content of 
≤ 2.0 wt-%. Remove any soiling or cement films. If ne-
cessary, roughen the contact surface. Mastic asphalt
screeds (rubbed down with sand), anhydrite and anhy-
drite flow screeds (mechanically roughened and freed
from dust; residual moisture ≤ 0.5 wt-%) can only be
coated indoors in domestic areas.
If used as a primer, dilute CF 34 with 10 to 20 % of
water, depending on the absorbency of the substrate.
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Please note that the surface temperature must be at
least 3 °C above dew point.

APPLICATION
CF 34 is supplied in two components in a single con-
tainer. Add 2 parts by weight of component A to 
3.5 parts by weight of component B and mix with an
electric drill and paddle attachment at approx. 400 rpm.
Make sure the mixture is homogeneous and has a uni-
form colour without streaks.
If used as a primer, add approx. 10 to 20 % of water
and mix thoroughly. 
Observe the pot life (or open time) which is tempe-
rature-dependent.
Apply the priming coat with a short-bristled paint
brush. Apply the intermediate coat after 8 hours and
the final coat after another 24 hours, using a ceiling
brush or roller.

BAUTECHNIK



Fresh material can be removed with warm water and a
brush within the pot life; hardened material can only
be removed mechanically.
CF 34 can be walked on after 24 hours and is resistant
to chemicals and mechanical loads after 5 days.
Use CF 34 only in dry conditions and at temperatures
of +8 °C to +30 °C and below 80 % relative air humi-
dity.

PLEASE NOTE
There must be no future risk of reverse surface moisture.
CF 34 contains epoxide compounds. Observe the war-
nings and safety advice given on the container or in
the safety data sheet.
Please refer in particular to VDI guideline 2535 and
the synthetic resin (KH) information sheets issued by 
the BEB (German Federal Association for Screeds and
Coverings).

TECHNICAL DATA
Base: Water-emulsified epoxy resin

Bulk density: approx. 1.2 kg/dm3

Mixing ratio: A : B = 2 : 3.5 parts by weight

Application time: approx. 90 minutes

Application temperature: +8 °C to +30 °C

Rainproofness: after approx. 24 hours

Walk-on time: approx. 24 hours

Load-bearing strength: after approx. 5 days

Temperature resistance: - 20 °C  to  + 60 °C

Water vapour diffusion
resistance: > 10 000 µ

Chemical resistance: see table 2.40 

Total amount required: approx. 500 g/m2

Colour: cement grey

Shelf life: Approx. 12 months if stored in
a tightly sealed container in
frost-free, cool and dry con-
ditions. Use product in opened
containers as soon as possible.

Comp. A: EU VOC limit value for this product (cat A/j): 
550 g/l (2007); 500 g/l (2010). 
This product contains max. 0 g/l.
Comp. B: EU VOC limit value for this product (cat A/j): 
140 g/l (2007); 140 g/l (2010). 
This product contains max. 10 g/l.
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Build on professional solutions.

Should you need support or advice, please consult
our advisory service for architects and craftsmen on
the hotline numbers 
Phone: +49 211 797 0
Fax: +49 211 798 2148

Henkel AG & Co. KGaA – Bautechnik
Henkelstraße 67 · D-40589 Düsseldorf
Telefon +49 211 797 0 • Telefax +49 211 798 2148
Internet: www.ceresit.com · E-Mail: ceresit.bautechnik@henkel.com

The information contained herein, particularly recommendations for the handling and use of our products, is based on our professional experience.
As materials and conditions may vary with each intended application, and thus are beyond our sphere of influence, we strongly recommend that
in each case sufficient tests are conducted to check the suitability of our products for their intended use. Legal liability cannot be accepted on the
basis of the contents of this data sheet or any verbal advice given, unless there is a case of wilful misconduct or gross negligence on our part.
This technical data sheet supersedes all previous editions relevant to this product.

Apart from the information given here it is also important to observe the relevant guidelines and regulations of various organisations and trade
associations as well as the respective standards of the German Standards Institute (DIN). The aforementioned characteristics are based on practical
experience and applied testing. Warranted properties and possible uses which go beyond those warranted in this information sheet require our
written confirmation. All data given was obtained at an ambient and material temperature of +23 °C and 50 % relative air humidity unless specified
otherwise. Please note that under other climatic conditions hardening can be accelerated or delayed.


